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1 Latest addition our range o¥Wet Towel Dispenses for 2010
1 Wall-mounted &Touchfree

Features of the Machine

Dapper in frame, stylistic and decent in appearance.

With four national patents

Easy operation that can be done in an instant.

With the adoption of advanced induction starter, a sense of technology and fashion can be manifested.
Only 1.8 sec is needed before the towel comes out since the induction startup.

An alarming system for lack of water and fabrics is installed to manifest its intelligentization.

A human-centered design is highlighted as it is easy to change fabrics and water.

Low in consumption of electric energy: 0.5 watt in standby mode, and 10 watt during operation.

Features of the Wet Towel

The wet towel, made from natural vegetable fiber, is free of toxin, odor, and stimulus.

It complies with the requirement for environmental protection with its natural degradation.

It can avoid cross infection as it is disposable.

Low in cost: 110 pieces of wet towel can be manufactured from a 20-meter roll of special non-woven fabrics

Technical Parameters

Name
[ Power | O0S5wattinstandby mode. and 10 wattduring operation |
08L

_ see | 214x158x323 (mm)

The technical parameters are for reference only.
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({9 Lack water
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Product Wet Towel Dispenser
Item No. JFB-3001
Function Wall-Mounted & Infrared- Sensitive
Mains AC 110V~220V 50-60Hz
Power 0. 5W~10W
Speed 1.8 seconds/1pc
Net Weight 0.8L
Tank Capicity 2.3Kg
Size 214mm( L )x158mm(W)x322mm(H )
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Premise Hygiene X-Factor

Operating Steps

1.Add Water

|
b
,

1.Take out the water tank;
2.Add water;
3.Put the water tank back.

Use drinking water meeting hygienic standard for the sake of your health

3.Guide Fabrics

1.Guide the fabrics;
2.Send the fabrics;
3.Close the front panel.

5.Discharge water

Treatment of Unusual Conditions

Phenomenon Cause analysis
Fail to start Check if the power is on
Check if the spray piped is blocked Clean the spray pipe (see the picture below)
‘Check if the special non-woven fabrics are
No wet towel dropping out automatically | ‘guided correctly; :
Check if there is curling at the bottom
Check if the fabrics are guided correctly;

Too high content of chemical fiber in the
special non-woven fabrics

lll-distribution of towel humidity

Fabrics jammed by the cutting tool

Contact the local distributor in special situation.
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2.Put Special Non-woven Fabrics In

1.0pen the covering board;
2.Put the rolling axle in;
3.Put the special non-woven fabrics in.

Please make sure to use qualified towel roller.

4.Turn The Power On And
The Manufacturing Process Begins.

Turn the power on
Don't remove your hand during operation until
the manufactured wet towel falls on the hand automatically.

Throw the used wet towel into the trash bin to keep the environment clean.

Pull Out The Discharge Plug At The Bottom To Drain,
All The Surplus Water Inside The Machine When Necessary.

Treatment
Turn on the power

Guide the fabrics correctly
Take out with hand
Guide the fabrics correctly

Change qualified tissue roller

1.Take out the spray pipe
2.Clean the spray pipe
3.Put back the spray pipe
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